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Aluminium door hinge series

Hydraulic hinge KD40 Series
fitting instructions

7 Remove the hinges or doors

Closing speed adjustment

Closing force adjustment

Fast Slow

Loose the fixing screw to disconnect 
the hinge. After installing the hinge 
the screw must be tightened enough 
otherwise it may appear abnormal 
noise when the door is closing.  

1.If need to remove the hinge loose the fixing screw and open the hinges to 
    approximately 92° then take o ffthe upper hinge part.

2.If need to remove the door loose the fixing screw on the hinge and open
   the door to 92° then pulled up the door leaf without removing the hinge.         



Hydraulic hinge features

1.Closing speed adjustment. 
2.Closing force adjustment.
3.Hold open mechanism 
   between 92º and 160º.
4.Automatic reset beyond 160°.
5.Non hold open - optional. 

Door frame

Door leaf

Auto reset

Slow closing

Strength into the lock

Hold open are
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Fast closingAngle of m
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30°

10°

92° 85°

Hinge selection2

1

3 Preparation before install

Door weight Door size Hinge Qty(pc) Recommended

40kg 2000mm x 750mm

60kg

80kg

2100mm x 900mm

2400mm x 1100mm

1 hydraulic + 1 empty

2pcs hydraulic

3pcs hydraulic -

2pcs hydraulic + 1 empty if door height
exceed 2100mm or (3pcs hydraulic)

Follow this sign
to install the hinge

Push side of the door

Force adjusting valve
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Installation position as below

How to install

Adjustment
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1.All hinges are factory preset without functions.
2.Determine the hinge direction (Left or Right) according to the instructions below: 

250mm

345mm

345mm

220mm

370mm

Empty hinge

Hydraulic hinge

Hydraulic hinge

Attention: Empty hinges should be installed on top.

345mm

220mm

370mm

Hydraulic hinge

Hydraulic hinge

Hydraulic hinge

1.“A” match with door frame, “B” match with door leaf.
2.Fix “A” insert into the door frame then put the hinge part
   “A” and tighten the screws.
3.Fix “B” insert into the door leaf then put the hinge part
   “B” and tighten the screws.

Remark: Follow the installation steps to protect the door
and the hinge from damage.
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1.Closing force adjustment. Adjust the power while the 
   door stays in locking position. By using hexagon tool 
   turning the force adjusting valve clockwise between 
   10-23mm will allow the door to close automatically.

2.Closing speed adjustment. Adjust the speed by using
   hexagon tool. Turning the speed valve clockwise
   between 1-5mm will allow soft and slow closing.   

Speed adjusting valve
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